GFI AS

REQUIRED
PROR TO FILLING THE SWIMMING

POCL WITH WATER, AN APPROVED
BARRER (.E. UL APPROVED ALARM
SYSTEM OR FENCE) MUST BE
INSTALLED.

CHECK CLEARANCE OF
SERVICE DROPS WITH

BOND ALL METALS
WITHN 5 OF WATERS
EDGE.

ALL PEDESTRIAN GATES TO BE SELF
CLOSING AND SELF-LATCHING,
DESIGNED TO KEEP DOCOR SECURELY
CLOSED AT ALL TIMES WHEN NOT IN

ACTUAL USE. !
NO OPENINGS MORE THAN 4.
GATE TO SWING AWAY FROM POCL. NOTE: ALL FENCING TO BE MIN. 5 IN

HEIGHT.

IF POOL EQUIFT. IS LESS THAN 10 FROM
ANY WOOD FENCE ON PROPERTY LINE,
AEB MERY. SOUND WALL WILL BE
REQUIRED.

ALL SETBACKS TO BE A MIN. OF 5 FROM
WATERS EDGE UNLESS OTHERWISE
APPROVED BY THE BUILDING OFFICIAL.

MINIMUM HEIGHT GATE
FROM GROUND LEVEL EXAMPLE OF TYPICAL

SELF-LATCHING
/ AND
SPRING CLOSER \

SWIMMING POOL LAYOUT
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